
EPIC 6” Single Manifold Inlet Access Vault 

Product Specification 
 

The Manifold Inlet Access Vault by ECS is used as a water distribution vault in large level area 

EPIC installations as athletic fields or parks. This vault is used to connect the 6” SCH35 inlet 

manifold at the start end of the 6” SCH 35 manifold installed along the edge of the EPIC field. 

The vault is equipped with a 1” PVC ball valve and fittings to connect to 1” water supply line 

from the recirculation pump. 

 

 

 
Physical Attributes: 

 

Size: 11.5” (H), 12” (ID), 14.5”(OD), with one 6” SCH 35 female receiver fittings. 

 

Color: Black/Green/Purple 

 

Weight: 7.5 pounds (4.3 kg) 

 

Construction: Double gasket receiver with stainless steel band., open bottom (placed within 

lined EPIC cell),  Preassembled with 1” SCH40 PVC Ball Valve. 

 

Polymer: Recycled HDPE, Neoprene rubber, PVC. 

 

Ecological: Can be100% recycled, reused 

 

Top Opening area: Capped with standard irrigation box cover Item #### (not included) 

 

Shipping:   

 

Boxed in 20” x 18” x 12” unit boxes 

16 boxes per 36” x 40” x 60” pallet 

 


